
CVJ 
CO 



RECORDING SERVER 208 
510 - 



PORT 

I 



500 





T— 

SERVER OPERATING 




SYSTEM PORT HANDLING 






GLOBAL FILTER 






SERVER OPERATING 




SYSTEM PROCESSING 



400 



520 



FIG. 5 



REGISTER WITH SERVER 
OPERATING SYSTEM 



600 



RECEIVE NOTIFICATION 
OF A REQUEST 



610 



BEGIN CACHING REQUEST 



620 



CONTINUE 
CACHING 
REQUEST 



NO 



640 



HAVE 
ALL HEADERS BEEN 
RECEIVED? 

YES 



630 



WRITE CACHED DATA TO LOG FILE 



650 



WRITE INCOMING DATA 
TO DATA FILE 




660 



680 



FIG. 6 



START PLAYBACK 



800 



READ A SINGLE RECORD 
IN THE LOG FILE 



810 



YES 



IS 

THE USER IN 
THE CONTROLLER 
MAPPING 
rABLE2^ 



820 



NO 



ASSIGN THE USER 
TO A CLIENT MACHINE 



830 



CREATE ENTRY IN MAPPING TABLE 
MAPPING USER TO CLIENT MACHINE 



840 



3 



USE CONTROLLER MAPPING TABLE TO 
MAP USER TO CLIENT MACHINE 



850 



SEND RECORD TO CLIENT MACHINE 



860 



I 



CLIENT SENDS 
REQUEST TO SERVER 



870 



FIG. 8 



